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such as not to be easily confused with
that of the life jackets.

Subpart D—Survival Craft
Arrangements and Equipment

§ 180.130 Stowage of survival craft.

(a) Each survival craft must be:
(1) Secured to the vessel by a painter

with a float-free link permanently at-
tached to the vessel except that a
float-free link is not required if the
vessel operates only on waters not as
deep as the length of the painter;

(2) Stowed so that when the vessel
sinks the survival craft floats free and,
if inflatable, inflates automatically;

(3) Stowed in a position that is read-
ily accessible to crew members for
launching, or else provided with a re-
motely operated device that releases
the survival craft into launching posi-
tion or into the water;

(4) Stowed in a way that permits
manual release from its securing ar-
rangements;

(5) Ready for immediate use so that
crew members can carry out prepara-
tions for embarkation and launching in
less than 5 minutes;

(6) Provided with means to prevent
shifting;

(7) Stowed in a way that neither the
survival craft nor its stowage arrange-
ments will interfere with the embar-
kation and operation of any other sur-
vival craft at any other launching sta-
tion;

(8) Stowed in a way that any protec-
tive covers will not interfere with
launching and embarkation;

(9) Fully equipped as required under
this part; and

(10) Stowed, as far as practicable, in
a position sheltered from breaking seas
and protected from damage by fire.

(b) A hydrostatic release unit when
used in a float-free arrangement must
be approved in accordance with § 160.062
in subchapter Q of this chapter, or
other standard specified by the Com-
mandant.

(c) A mechanical, manually operated
device to assist in launching a survival
craft must be provided if:

(1) The survival craft weights more
than 90.7 kilograms (200 pounds); and

(2) The survival craft requires lifting
more than 300 vertical millimeters (one
vertical foot) to be launched.

§ 180.137 Stowage of life floats and
buoyant apparatus.

(a) In addition to meeting § 180.130,
each life float and buoyant apparatus
must be stowed as required under this
section,

(b) The float-free link required by
§ 180.130(a)(1) must be:

(1) Certified to meet § 160.073 in sub-
chapter Q of this chapter, or other
standard specified by the Commandant;

(2) Of proper strength for the size of
the life float or buoyant apparatus as
indicated on its identification tag; and

(3) Secured to the painter at one end
and to the vessel on the other end.

(c) The means used to attach the
float-free link to the vessel must:

(1) Have a breaking strength of at
least the breaking strength of the
painter;

(2) If synthetic, be of a dark color or
of a type certified to be resistant to de-
terioration from ultraviolet light; and

(3) If metal, be corrosion resistant.
(d) If the life float or buoyant appara-

tus does not have a painter attachment
fitting, a means for attaching the
painter must be provided by a wire or
line that:

(1) Encircles the body of the device;
(2) Will not slip off;
(3) Has a breaking strength that is at

least the strength of the painter; and
(4) If synthetic, is of a dark color or

is of a type certified to be resistant to
deterioration from ultraviolet light.

(e) If the vessel carries more than one
life float or buoyant apparatus in a
group with each group secured by a sin-
gle painter:

(1) The combined weight of each
group of life floats and buoyant appara-
tus must not exceed 181 kilograms (400
pounds);

(2) Each group of life floats and buoy-
ant apparatus is considered a single
survival craft for the purposes of
§ 180.130(c);

(3) Each life float and buoyant appa-
ratus must be individually attached to
the painter by a line meeting
§§ 180.175(e)(3) (ii), (iii), and (iv) and
long enough that each life float or
buoyant apparatus can float without
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